
Bullet Resistant Protection Level Ratings

Typical Bullet Resistant Glazing Materials (other materials also available)

Bullet Resistant Fiberglass Panels
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SEE PAGE T177 FOR MORE INFORMATION ON
BULLET RESISTANT FIBERGLASS PANELS
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U.L. 752 BULLET RESISTANT PRODUCT TESTING

Medium Power Small Arms 
(9 mm)

High Power Small Arms
(.357 Magnum)

Super Power Small Arms 
(.44 Magnum)

1-5/16" (33 mm)
Bullet Resistant Glass
1-1/4" (32 mm) Bullet
Resistant Acrylic
3/4" (19 mm) Bullet
Resistant Lexgard

1-7/8" (48 mm) 
Bullet Resistant Glass 

1/4" (6 mm) Glass
and others

CAD101; TTU1 with
Bullet Resistant Disc

405; 410; 425; 430; 
543; 549; 834; TTU1;
TTU3; SST5; SST7

Not Rated as 
Bullet Resistant

All All

Special
Order

Special
Order

LEVEL

M.P.S.A.

PROTECTION
LEVEL RATING

U.L. 752 BALLISTICS 
DESCRIPTION

EXCHANGE WINDOW COMPONENTS
Glazing Materials Speak-Thrus Counter / Shelf Frame

IMPORTANT NOTE!
Regarding U.L. 752 
Protection Levels Assessment
Protection Levels assigned to
various products listed as
“Bullet Resistant” are based 
on testing recognized under 
the standards established by
Underwriters’ Laboratories 
(U.L. 752) for bullet resisting
components. Protection Levels
listed for options available for
Exchange Windows pertain
only to the option itself. A Level
1 option used with a Level 3
option will yield an overall
Protection Level for the lowest
rated option or component.

1
LEVEL

H.P.S.A.
2

LEVEL

S.P.S.A.
3

N555C3; N777C3;
N666; CLD103

1-3/8" (35 mm) 
Bullet Resistant Glass

1" (25 mm) Bullet
Resistant Lexgard

N555; N777 Special
Order

Special
Order

TTU1 with Bullet
Resistant Disc
TTU3 Matches
Glazing Protection
Level

TTU3 Matches
Glazing Protection
Level

TTU3 Matches
Glazing Protection
Level

1-1/4" (32 mm) Bullet
Resistant Lexgard

N777 Bullet 
Resistant
Speak-Thru
after test
firing

PROTECTION LEVELS

1-5/16" (33 mm)
Bullet Resistant
Glass

3/4" (19 mm)
Bullet Resistant
Lexgard

1-1/4" (32 mm) 
Bullet Resistant
Acrylic (With or
Without SAR 
Coating)

1-3/8" (35 mm) 
Bullet Resistant 
Glass

1-1/4" (32 mm)
Bullet Resistant
Lexgard

1-7/8" (48 mm)
Bullet Resistant
Glass

1" (25 mm) 
Bullet Resistant
Lexgard

1-3/16" (30 mm)
Bullet Resistant Glass
Clad Polycarbonate*

*LEVEL 3
S.P.S.A.

1-3/16" (30 mm)
Bullet Resistant 
Glass Clad
Polycarbonate


